SITE SPECIFIC RECOMMENDATIONS

NORTH DISTRICT:
Central Region 

LOCATION 

Goulding Park South Playground











Ward 10

INVENTORY #
BUILT
DEFICIENCIES
RECOMMENDATIONS
COST ESTIMATE


OTHER

DESCRIPTION



REPAIRS
LABOUR
BASE
CONSIDERATIONS

PLG01SSM4009P

-improper spacing
-remove one baby swing & adjust

4



3 Baby 2 Belt

-non sufficient safety zone
-remove border, excavate

6












PLG02TTW4009P

-pinch / crush points
-remove

4



Teeter Totter

















PLG03INW4009P

-fire damage
-remove one straight slide, picket barrier and replace 5 floor boards
200
12



Int Structure

-barriers
-picket hts over 30” with proper access/egress
100
6





-beams & rails play surface
-install 2 X2 on play surface
50
3





-captains wheel
-replace with solid wheel -two
120
2





-tire no holes
-drill

1





-4X4 climbers too wide
-change to metal rungs
50
6





-log chain less than 75º
-make 75º
100
8





-neck entrapment on pickets
-cut

1





-no side enclosures on slide
-install
800
8





-neck entrapment on slide support
-in fill
50
2












Base Material

-compacted
-rototill

8






-base material


600





-excavate

8
1000


Total



1470
79
1600


File Name: K:\PLAY\NORTH\WARD-10\GOULD-S










